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VERSATILE PERFORMANCE
IN A TWO-HOPPER DESIGN.

THE NEW 940
TWO-HOPPER TRAILER

CONFIGURATIONS 

Optimized for Cement 
 Sand Compatible

CAPACITY 

940 ft3

WEIGHT 

7,399 – 7,900 lbs.* 
*Per customer spec.

Polar Tank Trailer continues to lead the industry with mission-proven trailers that 

provide the highest quality, longevity and resale value. We are excited to introduce our 

latest innovation, the optimized 940 two-hopper dry bulk trailer. Its low-profile design 

delivers a 400-pound weight savings versus the comparable three-hopper 1,040 ft3 

trailer and is optimized for cement service.



THE TWO-HOPPER ADVANTAGE 
INTRODUCING THE NEW 940 TWO-HOPPER TRAILER 

The 940 two-hopper trailer features  

a single-manhole configuration and  

a stainless steel wear plate under the 

manhole. A highly versatile trailer,  

it can be adapted for sand service with 

a two-manhole configuration.  

Its height is approximately the same as 

a 1040 trailer for load rack 

compatibility. The shell shape is based 

on our proven jet-style barrel 

structural design. All fender brackets 

are bolt-on for serviceability.  

To protect the operator, we tucked the 

hot air line under the frame rail.  

Designed for superior durability, the 

940 two-hopper trailer is engineered 

with fewer weld seams and has a clean 

bore interior to minimize product 

retention. Adding another level of 

durability, the standard configuration 

features humped axles, so the 

discharge line is kept straight, 

reducing wear.

•	 Optimized for cement service; 
sand compatible  

•	 7,900 lb. actual weight, can be 
optioned to 7,399 lb. 

•	 400 lb. weight savings  
vs. 1040 

•	 Dimensions 

	 -	 Overall Width 96"  

	 -	 Overall Height 11' 11"  

	 -	 Length 41'  

	 -	 Capacity 940 ft3   

•	 Fewer valves to operate, 
maintain and replace 

•	 Similar height as 1040 for load 
rack compatibility (11' 11") 

•	 18 psi pressure rating

•	 23 psi test pressure 

•	 Bolt-in stainless steel hopper 
divider wear protector 

•	 Minimized weld seams 

•	 Proven swept barrel  
structural design 

•	 Humped axles and straight 
discharge for reduced wear 

•	 Loading temperature 185°F  

•	 Vessel finish mill  

•	 Lower cones 45°  

•	 Axle beam inverted  

•	 Minimum shell thickness 0.185" 
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Polar Tank Trailer is part of the Engineered Transportation International family of brands.

Warranty: Contact us:

	 Strong tradition of aftermarket parts and service with Polar Service Centers

	 Standard limited warranty, backed with a team of highly experienced engineers

	 Reputation for best-in-class manufacturing and design of tank trailers
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